l* National Défense C-30-108-000/ME-001
Defence nationale -

INSTALLATION INSTRUCTION

RELOCATION OF SPARE WHEEL CARRIER
AND FUEL CAN BRACKET FOR
TRUCK, UTILITY, LIGHT, 4 x 4, MILITARY DESIGN
ILTIS CANADIAN SERIES |

(BILINGUAL)

Issued on Authority of the Chief of the Defence Staff

Contact Officer: DSVEM 2-2

OPI: DSVEM Copyright © 1986 by DND Canada 1986-11-10
PURPOSE
1. To relocate the spare wheel carrier and fuel can bracket from the side of the vehicle to the rear of the
. vehicle.

* WHEN INSTALLATION SHALL BE EMBODIED

2. When authorized by the LCMM.
INSTALLATION AFFECTED
3. a. Spare Wheel Carrier Assembly.
b. Fuel Can Bracket Assembly.
EQUIPMENT AFFECTED
4, All Trucks, Utility, Light, 4 x 4, w/tailgate, authorized by the LCMM.
BY WHOM WORK SHALL BE PERFORMED
5. a. First line maintenance organizations.

b. Units without resources shall request second line maintenance services.

Compliments of Militarytrucks.ca
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RESOURCES REQUIRED

6. a.

b.

C.

ITEM

WO

10

11

12

13

14

15

16

17

18

Manpower — VEH TECH 411 — 2.5 man-hours

Downtime — 3 hours

STOCK NuMBER
2540-21-901-1620
B 183 827 005
B 183 827 257
B 183 827 259
B 183 827 263
B 183 827 261
B 823 721 231A

B 183 827 243

B 183 827 253
B 183 827 255
5305-12-125-0155
(N102522)

5310-12-146-8397
(N111852)

5306-21-898-4869
(N103881)

5305-12-142-8496
(N103614)

5305-12-156-4949
{103523)

5305-12-156-4865
(N1024212)

5305-12-156-4863
(N1024016)

5305-12-129-9435
(N102384)

5305-12-146-2633
(N102874)

5310-12-145-2670
{(N111846)

Materiel Required — The following items are required:

DESCRIPTION
Installation Kit, Spare Wheel
Carrier and Fuel Can Bracket
consisting of:

Support, fuel can bracket
Retainer, strap, fuel can
Plate, retainer, strap
Bushing, retainer, strap

Bumper, rubber, retainer

Clamp, mounting, spare
Wheel carrier

Spacer, clamp, upper

Spacer, bracket, spare

Wheel carrier

Screw, hex, M10 x 20 mm Ig

Nut, hex, self-locking, M10

Screw, hex, M8 x 90 mm Ig

Screw, hex, M8 x 65 mm Ig

Screw, hex, M8 x 55 mm Ig

Screw, hex, M8 x 25 mm Ig

Screw, hex, M8 x 20 mm lg

Screw, hex, M8

X

16 mm Ig

Screw, hex, M6

X

16 mm Ig

Nut, hex, self-locking, M8
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| STOCK NUMBER DESCRIPTION arty

5310-12-154-2190 Washer, flat, ige OD, M8 9
(N1167012)

5310-12-183-9645 Washer, flat, M8 6
(N1152513)

5310-12-142-0658 Washer, lock, M8 4
{(N120085)

5310-12-184-8509 Washer, flat, M6 3
(N1152414)

5310-12-142-0659 Washer, lock, M6 3

INSTALLATION PROCEDURES

7.

When removing the spare wheel carrier and fuel can bracket, all bolt holes must be plugged using the

previously removed bolts, washers and nuts. Before installing the old bolts, spread silicone or rubber sealant
around the edge of the holes to prevent rusting.

SPARE WHEEL CARRIER REMOVAL

8.

f.

g.

To remove the spare wheel carrier, proceed as follows:

Remove and retain the wheel carrier lower mounting screws, nuts and washers.

Remove the wheel carrier upper mounting screws and remove the wheel carrier assembly. Retain the
nuts and discard the screws.

Apply silicone or rubber sealant around the circumference of each hole in the vehicle body where the
screws have been removed.

Plug the upper holes in the vehicle body using the previously removed nuts and the M8 x 16 mm long
screws, see paragraph 6. item 16.

Plug the lower holes using the previously removed screws, nuts and washers.
Tighten all nuts and wipe off all excessive sealant.

Retain the spare wheel carrier assembly for installation.

SPARE WHEEL CARRIER INSTALLATION

9.

Before installing the spare wheel carrier ensure the vehicle tailgate is properly locked in the closed posi-

tion. To install the spare wheel carrier to the rear of the vehicle proceed as follows:

NOTE

All reference numbers shown in parentheses ( ) refer to the item numbers in
paragraph 6.

See Figure 1. Remove and discard the two existing screws located directly below the vehicle right side
tailgate securing latch.

See Figure 2. Install the spacer (7) and clamp (6) and secure using two flat washers {20), lock washers
{21) with screws (14).
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c. See Figure 3. Remove and discard the two existing screws located under the vehicle tailgate and imme-
diately to the left of the tailgate right side hinge. If the screws are rusted, use penetrating oil to loosen.

d. Install the previously removed spare wheel carrier assembly so the right arm of the carrier fits through
the installed clamp (see Figure 1).

e. See Figure 4. Fit the lower mounting bracket to the existing screw holes and install the spacer (8) between
the vehicle frame and lower mounting bracket. Secure the bracket using two flat washers (20), lock
washers (21) with screws (15).

f. With an 8 mm drill bit, and using the spare wheel carrier as a template, drill through the three existing
left side holes in the carrier cross-member and through the tailgate.

NOTE

Do not drill through the fourth hole which is located near the upper mounting
clamp, see Figure 1.

g. See Figure b: Secure the spare wheel carrier cross-member using the three screws {11) with flat washers
(19) and self-locking nuts (18).

FUEL CAN BRACKET REMOVAL
10. To remove the fuel can bracket, which is iocated on the left rear side of the vehicle, proceed as follows:

a. Remove the screws which secure the strap retainer. Retain the screws, nuts and washers. Discard the
strap retainer assembly.

b. Remove the screws which secure the fuel can bracket to the vehicie body. Retain the screws, nuts,
washers and fuel can bracket with strap. Discard the two wooden spacers.

c. Apply silicone or rubber sealant around the circumference of each hole in the vehicle body where screws
have been removed.

d. Plug all the holes using the previously removed screws, nuts and washers. Tighten nuts and wipe off
all excessive sealant.

FUEL CAN BRACKET INSTALLATION

11. To install the fuel can bracket to the rear of the vehicle, proceed as follows:
NOTE
All reference numbers shown in parentheses ( ) refer to the item numbers in

paragraph 6.

a. See Figure 7. Remove and discard the three existing 6 mm screws located approximately 9 mm to the
left of the tailgate.

b. See Figure 6. Install the fuel can bracket support {1} to fit the mounting holes and secure the support
to the vehicle body using the 3 screws (17) with flat washers (22) and lockwashers (23).

NOTE
Before drilling the holes, ensure the tailgate is locked in the closed position.

c. See Figure 7. With an 8 mm drill bit, and using the support {1) as a template, drill the opposite two
holes through the vehicle tailgate.
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d. See Figure 6. Install a flat washer {21) on each screw (13) and insert the screws through the drilled

holes in the support (1) and tailgate. Secure the support using two self-locking nuts (18) with large
OD flat washers (19).

e. See Figure 7. Fit the fuel can bracket to the support (1) and secure using the screws (9) with self-locking
nuts (10).

f. See Figure 8. Measure and scribe the location of the fuel can strap retainer on the upper left corner
of the tailgate, above the latch assembly.

g- With an 8 mm drill bit, drill two holes through the tailgate.

h. See Figure 9. Assemble the rubber bumpers {5) to the strap retainer (2), fit the screws (12) through

the holes in the strap retainer and assemble the strap, strap plate (3), bushings (4) and large OD flat
washers (19) on each screw.

j. Insert the assembled screws (12) through the drilled holes in the tailgate and secure using large OD
flat washers (19) with self-locking nuts (18).

k. Before tightening, adjust the strap buckle to suit the installation.

REFERENCES

12. LETE tasking number 83603-L035.
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Location of Spare Wheel Carrier Upper Mounting Clamp

Figure 1
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Figure 2

Installation of Wheel Carrier Upper Mounting Clamp
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Figure 3 Location of Spare Wheel Carrier Lower Mounting Bracket
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Figure 4 Securing Wheel Carrier Lower Mounting Bracket
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Figure 5 Securing Carrier Cross-Member to Tailgate
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Figure 6 Installing Fuel Can Bracket Support
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Figure 7 Installing Fuel Can Bracket
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Figure 9 Installing Fuel Can Strap Retainer






