National ~ Defense £-30-108-000/ME-003
Defence nationale

INSTALLATION INSTRUCTION

(BILINGUAL)

issued on Authority of the Chief of the Defence Staff

Contact Officer: DSVEM 5-2

OPIl: DSVEM Copyright © 1886 by DND Canada 1886-08-0¢

PURPCSE
3. To install the warning light, sirens and signs on designated Canadian Forces Military Police vehicles.
WHEN INSTALLATION SHALL BE EMBODIED

2. On receipt of this instruction. After installation, units shall request 2 VMO from DPSL 3-5 to change the
Equipment Configuration Code from ECC 127501 10 ECC 121527.

INSTALLATIONS AFFECTED

3. Wearning Light, Sirens and Signs.

EQUIPMENT AFFECTED

4. All Trucks, Utility, Light 4 x 4, litis Canadian designated as Military Police vehicles.
BY WHOWN WORK SHALL BE PERFORMED

5. a. Second or third line maintenance organizations, on request from Military Police Units.
RESOURCES REQUIRED

8. The foliowing resources are required:

a. Manpower — the following estimated manpower resources are required:

ELM TECH 431 — 2.0 man-hours.
METALS TECH 441 — 1.0 man-hours.
VEH TECH 411 — 3.0 man-hours.
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ITEM
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Downtime — 4.0 hours.

Materiel Required — the following items are reguired:

NCOTE

The blue iight assembly {item 1} is used on Military Police vehicies in Europe
only. For Military Police in Canada, order the amber light {item 2) and red lens

{item 3).
STOCK NO.

6220-21-250-5455
{2RL 003 134 C11)

6220-89-838-5677
{2RL 003 134 131)

6220-21-250-5440
{SEL 852 061 021}

8350-21-250-7621
{3AG 0C3 38¢ 101}

86350-21-802-5083
{SAB 003 188 011}

5830-21-250-6568
{8ZE CO1 758 061)

As per Figure 1
5875-00-156-3253
6145-00-705-687¢
As per Figure 2
5305-00-432-4201

As per Figure 14,
tems Cand D

As per Figure 14,
tems A and B

As per Figure 14,
item E

issued with tone
Control Unit

M38272
{76-1357}

5840-21-875-8351
{76-1018}

DESCRIPTION

Light Assembly, warning, beacon, ¢/w biue lens

{or}
Light Assembly, warning, beacon, ¢/w amber lens {use with
item 3}
Lens, warning, beacon, coloured red {use with item 2}
Siren Set, 1 low tone, 1 high tone
Control Unit, tone, siren, 24 Voit

Switch, alarm, siren, 24 Voit

Spacer, 25 mm X 25 mm X 12.7 mm thk
Strap, tie-down, piastic

Wire, 14 AWG

Bracket, mounting, switch

Screw, seif tapping, No. 10 x 1/2 in. %oﬁg

Sign, Military Police, front

Sign, Military police, rear

Bracket, sign, front

Terminal, connectors, female with locking iug
Terminal, quick disconnect, female (M84223-622-134)

Terminal, iug, 5 mm ring hole
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ITEM STCCK NO. DESCRIPTION Q7Y

18  5840-21-874-8112 Terminal, lug, 8 mm ring hole 5
{76-1020)

18 5840-21-863-88686 Terminal, quick disconnect, plug type 2
{76-1251)

20 5840-21-875-5770 Coupler, terminel, quick disconnect 1
{76-1261)

27 5305-12-141-8848 Screw, hex hd, M6 x 3C mm 2

22 5310-12-145-5638 Nut, seif-locking, M8 2

23  5310-00-550-1130 Washer, internal tooth, BS 4

24 5308-12-141-8828 Screw, hex hd, M5 x 20 mm ]

25 5310-12-154-2147 Nut, self-iocking, M5 1

286 5310-00-576-5752 Washer, internal tooth, B5 3

27 5305-00-057-8612 Screw, seif-tapping, No. 8-18 x 1/2 in. long 1

28 5305-12-168-382¢ Screw, pan hd, cross hd M6 x 16 mm long 4

28 5820-271-862-1958 Sieeve, insulating, elec. shrink type 1

3C 2540-21-874-846¢ Strap assy, w/buckle, 18 in. long 2
2580-21-801-3826 instaliation Kit, Warning Light, Strut, consisting of ltems 31 1
{B 183 888 159) thru 40:

31 M98883 Strut, warning light 1
(B 183 808 C07 A1)

32 MS8883 Socket, light, strut, screw type 1
B 183 841 429 {(HELLA 850 434 011}

33 ME8883 Cap, light, strut 1
(B 183 841 425 (HELLA 096 532 C01)

34 Grommet, tube, light strut 1
(B 183 871 875) .

35 Grommet, vehicie body 1
B311 871 813)

36 5305-12-125-0321 Screw, oval hd, M8 x 20 2
{222 880 153}

37 5305-21-883-8820 Screw, oval hd, M8 x 12 2
{222 880 155)

38 5310-21-896-2232 Nut, hex hd, M8 2
{228 08C 1588)






