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WARNING

All parts on the lltis Canadian Series are dimensio-
ned in the metric system. During any maintenance
procedures, all replacement fasteners must have
the same measurement and strength as those
removed. (Numbers on the heads of metric bolts
and on the surfaces of metric nuts indicate their
strength). Mismatched or incorrect fasteners may
result in personal injury, damage or malfunction of
components. Therefore, fasteners removed from
the engine should be saved for re-use in the same
location where possible. When fasteners are unsa-
tisfactory for re-use, care should be taken to select
a replacement that matches the original.

AVERTISSEMENT

Toutes les piéces du lltis, série canadienne, sont
métriques. Lors de I'entretien, tous les dispositifs
de fixation de rechange doivent étre de dimensions
et de résistance identiques a celles des dispositifs
originaux. (Les numéros apparaissant sur la téte
des boulons métriques et sur les écrous métriques
indiquent leur résistance.) Des dispositifs de fixa-
tion inadéquats peuvent entrainer des blessures,
endommager les composants ou rendre ceux-ci
défectueux. Par conséquent, tous les dispositifs de
fixation enlevés du moteur doivent étre replacés au
méme endroit dans la mesure du possible. Si un
dispositif ne peut étre réutilisé, prendre soin d’en
choisir un identique a l'original.
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