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PART 1

INTRODUCTION
PURPOSE
1. The purpose of this instruction is to describe
the operations and resources required to
implement corrosion control repairs to restore all

vehicle bodies to safe serviceable condition and
improve corrosion resistance.

WHEN REPAIRS SHALL BE EMBODIED
2. The corrosion control repairs described in
Part 3, Section 1 will be carried out only as
necessary. The extent of the repairs required will
be determined by following the inspection
procedures of Annex A.
INSTALLATION AFFECTED
3. Vehicle body.
EQUIPMENT AFFECTED
4. All ECC 121501 litis Canadian. Corrosion
control procedures for SEV installations are
specifically excluded from this instruction.
BY WHOM WORK WILL BE PERFORMED
5. This instruction shall be carried out using
second line maintenance services, or as otherwise
directed by NDHQ.
RESOURCES REQUIRED
6. The following resources are required:

a. Manpower - The manpower required to

complete the repairs on this vehicle are:

(1) Vehicle Tech 411

(1) Mat Tech 441
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PARTIE 1

INTRODUCTION
OBJECTIF

1. Ce document décrit les opérations et les
ressources nécessaires a l'application des
procédures d'inspection et de réparation
occasionnées par la corrosion. Le but de ces
procédures est de restaurer la carrosserie du
véhicule, remettre ce dernier en fonction dans un
état sécuritaire, ainsi que d'augmenter sa
résistance a la corrosion.

ENTREE EN VIGUEUR DES REPARATIONS

2. La réparation du véhicule, décrite a la partie
3, section 1, ne sera effectuée que si cela est jugée
nécessaire. L'ampleur des réparations sera
déterminée par I'application des procédures
décrites a I'annexe A.

INSTALLATION EN CAUSE
3. Carrosserie du véhicule.
EQUIPEMENT EN CAUSE

4. Tous les camions ECC 121501 litis canadien.
Les procédures de contrble de la corrosion pour
les installations VES ne font pas partie de ces
instructions.

PERSONNES RESPONSABLES DU TRAVAIL

5. Cette instruction doit étre exécutée par le
personnel de maintenance de deuxieme ligne, ou
par tout autre personnel spécifié par le QGDN.

RESSOURCES NECESSAIRES
6. Les ressources suivantes sont nécessaires:

a. Main d'oeuvre - Le personnel nécessaire
pour effectuer les réparations sur le
véhicule:

(1) Tech véhicule 411

{1} Tech en matériel 441
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b. Materiel - The items required are listed
in Figure 1-1. Only those items
necessary as indicated during the
inspection (see Annex A) will be
ordered.

c. Special Tools Required - The special
tools required and instructions are listed
in Figure 3-4-1. Functionally equivalent
tools are acceptable.

WEIGHT, BALANCE AND STABILITY

7. NA

REPORTING PROCEDURES

8. Raise a CF 1020D work order. Enter 'B’
starting in column 63 of the Supplementary Data

block of CF 1020D. No special coding is required
for the workorder number assigned.

RECORDING PROCEDURES

9. Insert all cost associated with corrosion
repairs, labour and parts on CF 1020D.

1-2

b. Matériel - La figure 1-1 comprend une
liste des articles nécessaires.
L'inspection (Annexe A) indiquera quels
articles devront étre commandés.

¢. Outils spéciaux nécessaires - La figure
3-4-1 comprend la liste des outils
spéciaux nécessaires et les instructions.
Des outils équivalents sont acceptables.

POIDS, EQUILIBRE ET STABILITE
7. Sans objet
PROCEDURES DE RAPPORT

8. Emettre un bon de travail CF 1020D. Inscrire
'B' dans la colonne 63 du bloc d'information
supplémentaire du CF 1020D. Aucune
codification spéciale n'est nécessaire pour le
numéro du bon de travail.

PROCEDURES D'ENREGISTREMENT
9. Sur le bon de travail CF 1020D, inscrire tous

les codts pour la main d'oeuvre et les piéces des
réparations occasionnées par la corrosion.






