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PART 1
INTRODUCTION
PURPOSE
1. The Tow System Launcher Kit mounted on

the litis Canadian fulfills the requirement for a light
and rapid means of transporting an anti-armour
weapon system on highways and cross-country.

C-30-138-000/ME-001

PARTIE 1
INTRODUCTION
OBJET
1. Le véhicule lltis canadien équipé de !'en-

semble lance-missile TOW constitue un systeme
d’arme antichar léger et rapide, capable d’opérer
sur route et en tout-terrain.

IDENTIFICATON RENSEIGNEMENTS GENERAUX
2. The principal characteristics are: 2. Les renseignements sont les suivants:
Manufacturer: lItis ONly ... Bombardier Inc., Valcourt, Quebec
NATO StOCK NUMDBDEI: IS ..ottt ettt eeeeeee et eeeesaeseeseeseeesesseneenneenens 2320-21-899-5702
NATO Stock NUMDEI: ...ttt et eneenens Tow System Launcher Kit
YEAr OF MANUTACTUIE: ...ttt ettt et e st ese et e e ea e st et eas et eanebensssasesossesensensesennenn 1988
QUANTILY PUFCRASEA ...ttt ettt s et es st sb e e st e s et et e se s es s esesensaseseasenesensanens 14
APPHCALION ...ttt e et e s s nens Truck Utility, Light, 4X4, Military
Design, litis Canadian Series
B ettt ettt en e et eteeee et e s et eaa et e tent e e at et ent e ee s eeteaneeeeeneseteneeneateteeseeneeneaeeane 121511
Fabricant (I1tis SEUIEMENT) .......oviieimieieeeeeeeeee e Bombardier Inc., Valcourt, Québec
Numéro de nomenciature OTAN (IHHS) ....cooovvviieeieecereee et 2320-21-899-5702
Numeéro de nomenclature OTAN: ...ttt nee (Ensemble lance-missile TOW)
ANNEE A FADFICATION ..ottt eee et teste et esae s s esss et e ssessesssesseeseassense et sensesssasesssenseasseseensesseensnnns 1988
NOMDIe A UNILES ACQUISES .....ooieeeeeeceeeeecteetetee ettt ettt se st et e se st et es e et s e b s ene e bebeaeatesanasessanas 14
Unité complémentaire ........ccccooeeeeeeecieeceeeceeeereeeeeeeaens Camion utilitaire léger 4x4 de conception
militaire, Série canadienne litis
M ettt et s st et et e e e bt s e s e s e b e e sa st see e e e as et et sRteasenteneea s e s et e esensaseneetaeasentetestebensenteatensensentens 121511
TECHNICAL SPECIFICATIONS FICHE TECHNIQUE
3. N/A 3. Sans objet.
APPLICABLE PUBLICATIONS REFERENCES
4, This CFTO should be read in conjunction 4, La présente ITFC doit étre consultée en

with C-30-108-000/MB-001, the llitis Canadian
Series Military Design 4x4 Light Utility Truck Oper-
ator’s Manual.

méme temps que le manuel de I'opérateur du
camion utilitaire léger 4x4 de conception militaire,
série canadienne lltis, C-30-108-000/MB-000.
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" PART 2
DESCRIPTION
GENERAL

1. The Tow System Launcher Kit consists of
the following components:

a. Launcher Mount

b. Missile Storage Rack
c. Tripod Mount

d. Left and Right Seats
e. Guidance Set Rack

f. Night Sight Power Supply Rack

DESCRIPTION OF THE VEHICLE

2. The preparation instructions provide a
means of preparing an litis Canadian vehicle with
tailgate, ECC 121519 for conversion to an lltis
Canadian with Tow System Launcher Kit, ECC
121511.

VEHICLE PREPARATION

3. Prior to installation of the components of
the TOW System Launcher Kit, remove the tarpau-
lin assembly and superstructure, as described in
C-30-108-000/MB-000, Part 3, Section 2.

2-1
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PARTIE 2
DESCRIPTION
GENERALITE

1. L’ensembie lance-missile TOW comprend
les éléments principaux suivants:

a. Affat fixe

b. Porte-missiles

c. Support de trépied

d. Siéges latéraux gauche et droit
e. Chassis du bloc de guidage

f. Plateau du bloc d’alimentation pour
systeme de visée nocturne

DESCRIPTION DU VEHICULE

2. Les instructions de préparation concernent
les modifications préalables a effectuer sur le véhi-
cule lltis série canadienne équipé du hayon arriéere,
CCM 121519, en vue de le convertir en un véhi-
cule lance-missile TOW,CCM121511.

PREPARATION DU VEHICULE
3. Avant d’installer les éléments de I'ensemble

lance-missile TOW, déposer la bache et la supers-
tructure, comme décrit dans C-30

-1 08-000/MB-000, partie 3, section 2.






